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=Specification

Model Daya (W) InputVoltage Frequency Amp LED Efikasi Total Lumen CRI Temperatur Warna Controller Proteksi Proteksi
3w DC 12, 24V 50/60Hz lOOLm/W 300Lm >80Ra ( optional >90ra ) | 3000K-6000K,RGB 040RGB, 050, 020RGB, P68 Tempered Glass
ow DC 12, 24V 50/60Hz 100Lm/W 900LM | >80Ra (aptionai ssora) | 3000K-B000K,RGB 010, 0-10v P68 | Tempered Glass

ZERN-RC-SS160L
12W DC 12, 24V 50/60Hz lOOLm/W 1200Lm >80Ra ( optional >90ra ) | 3000K-6000K,RGB 040RGB, 050, 020RGB, P68 Tempered Glass
25W DC 12, 24V 50/60Hz 100Lm/W | 2500Lm | >80Ra (optional>0ra) | 3000K-BO00KRGB 010, DMX512 IP68 | Tempered Glass
| Model : ZERN-RC-SS160L Dimension ( mm ) Beam Angle
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| Plastic nice for concrete pool | stainless steel niche for concrete pool | Installation Diagram
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* Easy maintenance

- Modular LED for easy replacement

- Opening and closing possible of LED module part and power supply part
- Customizable beam angle

CE Vons

- Temperature max 50°



